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HI 8424
HI 99121

HI 98120/1

The HI99121 is the perfect 

portable pH meter for soil 

testing. With the HI99121 

and HI1292D direct soil 

pre-amplified pH and 

temperature probe, users 

can test both the pH of 

soil directly or after 

preparation of a soil slurry 

with de-ionized water. 

The HI1292D features a 

conical, rugged tip that 

can be directly inserted in 

moist or soft soil. For 

harder soils, the kit 

includes a plastic auger to 

perforate the ground. 

The HI8424 is a highly 

accurate, portable 

pH/mV meter. It is one 

of the most popular pH 

meters on the market. 

This instrument is able 

to perform pH, mV and 

temperature 

measurements with a 

high degree of accuracy 

and fast response. The HI98120 is a 

waterproof ORP and 

temperature meter, 

while the HI98121 

measures pH, ORP and 

temperature. The 

housing of these testers 

has been completely 

sealed against humidity 

and is designed to float. 



HI 9811-5

HI9811-5  pH/EC/ TDS 

waterproof meter is designed 

for simplicity in taking pH, 

μS/cm, ppm (mg/L) and 

temperature measurements. 

The HI9811-5 is ideal for 

hydroponics, greenhouses, 

farming and ground water 

applications . 
HI 98129 / HI 98130

The HI98129 and HI98130 are waterproof testers that 

offer high accuracy pH, EC/TDS and temperature 

measurements in a single tester; no more switching 

between meters for your routine measurements. These 

floating, waterproof combination testers have an easy-

to-read LCD and an automatic shut-off. pH and EC/TDS 

readings are automatically temperature-compensated. 

HI 98311/ HI 98312

EC/TDS and Temperature Testers 

Waterproof and designed to float 

ATC Automatic Temperature 

Compensation 

HOLD Feature HOLD button to freeze 

readings on the display 

BEPS Alerts the user of low battery 

power that could adversely affect 

readings 



The HI993310 is an instrument 

that has been designed to 

address the need for fast and 

accurate conductivity 

measurements in soil and 

liquids. It is supplied with two 

probes: HI76305 with stainless 

steel, conical tip for direct soil 

measurement and HI76304 for 

fertilizer enriched solutions. 

HI993310 

Direct Soil Activity and Solution 

Conductivity Measurement Kit 

Digital Refractometers 

for Sugar Analysis Throughout the Food Industry 

Ideal for the analysis of: Fruits, energy drinks, puddings, 

soy milk, juices, jam, marmalade, honey, soups, jelly, tofu 

and condiments 

Dual-level LCD The dual-level LCD displays 

measurement and temperature readings 

simultaneously 

ATC Automatic Temperature Compensation 

Easy measurement Place a few drops of the 

sample in the well and press the READ key 

BEPS Alerts the user of low battery power that 

could adversely affect readings 

IP65 water protection Built to perform under 

harsh laboratory and field conditions 

Quick, accurate results Readings are displayed in 

approximately 1.5 seconds 

One-point calibration Calibrate with distilled or 

deionized water 

Small sample size Sample size can be as small 

as 2 metric drops 

Automatic shut-off After three minutes of non-use 

Stainless steel sample well Easy to clean and 

corrosion-resistant 

ABS thermoplastic casing 



HI3811 

Alkalinity Test Kit 

Alkalinity can be measured 

as phenolpthalein alkalinity 

and total alkalinity. 

Phenolpthalein alkalinity is 

determined by neutralizing 

the sample to a pH of 8.3 

using a dilute hydrochloric 

acid solution, and a 

phenolpthalein indicator. 

Total alkalinity is determined 

by titrating the sample to a 

pH of 4.5, bromocresol 

green. 

HI755 • HI775 

Seawater and Fresh 

Water Alkalinity 

Handheld Colorimeters 

Easier to use and more accurate 

than chemical test kits 

Dedicated to a single parameter 

Small size, big convenience 

Ideal for Saltwater aquariums 

(HI755) 

Fresh water aquariums (HI775) 

HI83215 

Nutrient Analysis Photometer 

The HI83215 is a multiparameter bench meter 

that measures twelve methods in low, medium 

and high ranges essential for monitoring 

greenhouse and hydroponics operations 



HI9565 

Thermo Hygrometers 

with Dew Point and Calibration Data-

Logging Probe 

The HI9564 and HI9565 are 

two portable thermos 

Hygrometers designed to 

provide peak performance in 

harsh environments. For 

poorly lit areas the HI9565 

features a backlit LCD. 

The HI93640 is a compact, portable and 

versatile thermo hygrometer that monitors 

relative humidity. This simple-to-use meter 

is ideal for use in the heating, ventilating 

and air conditioning (HVAC) field. 

HI93640 

Compact Thermo 

Hygrometer 

with Built-in Sensor 

HI97500 

Portable Lux Meter 

 Waterproof Rugged, waterproof case 

 Battery indicator Low-battery indicator 

A lux meter can be used to measure illuminance, or the 

luminous flux in a given area. The HI97500, is a 

portable lux meter designed to perform light 

measurements simply and accurately. The instrument is 

supplied with a light sensor connected by a fixed 1.5 m 

coaxial cable to allow measurements to be taken from a 

distance without any interference from the operator. 
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